RESISTORS EE e @® NOBLE

Cement-Filled Fixed Resistors X2 MNRIEEEENZ EXBE41T
RGG, RGB series

FEATURES ¥
® Being an incombustible insulated type, will not start a fire when overloaded. o RIKIEIHIL T o WA L THRAD L K ZEMlE o TnET,
Assures a high level of safety. ® RoHS# G in T o

® Conform RoHS
ITYPE DESIGNATION mAEK

M Example of indicating Order Number WEXESDEHH

RGG 3 0.47-OHM-K

Model Resistance Tolerance
X EIEFRE
J:£5%
K:*10% (12%)
Type(denotes Rated Power,
P ?(Téiﬁ (EREN ’&2%‘4’)) (Standard)

Nominal Resistance

AT
-, -
BMIDIMENSIONS/RATING ST IEERE
Rated Power i i i mm)
X e w) (QEL2 A B c F od
B 2 0.22-270 11 7 21 5 08
3 0.27-680 12 8 26 5 0.8
ad 5 0.27-680 13 9 26 5 08
’F<>/ e RGG7/RGGS7 7 0.68-1,200 13 9 385 5 1.0
RGG10/RGGS10 10 1-1,800 16 13 35 75 1.0
20 1.56-2,700 20 13 45 75 -
The RGG 20 terminal forms differ so consult us for further details.
(Example):RGG2-10-OHM-K
Rated Power i i ions (mm)

. w) (Q)E12 AB c od

2 0.22-270 6.3 18 0.8

RGB3/RGBS3 3 0.27-680 8 23 08

RGB5/RGBSS 5 0.27-680 9.5 23 0.8

RGB7/RGBS7 7 0.68-1,200 95 36 08

RGB10/RGBS10 10 1-1,800 95 48 08

RGB15/RGBS15 15 1.2-2,200 13 48 1.0

RGB20/RGBS20 20 1.5-2,700 13 63.5 1.0

(Example):RGB2L-10-OHM-K

RGBLIPS
RGBLIPW \‘AF ot Rated Power | Resistance imensions (mm)

(Snap-n termina) > ) (Q)ER B c E F
RGB5PS/RGBS5PS 5 0.27-680 95 28 10 15
":-m RGB7PS/RGBS7PS 7 0.68-1,200 95 36 10 225
RGB10PS/RGBS10PS 10 1-1,800 95 48 10 35
w RGB15PS/RGBS15PS 15 1.2-2,200 13 48 15 33
lg N e Y RGB20PS/RGBS20PS 20 1.5-2,700 13 63.5 15 49
v RGB5PW/RGBS5PW 5 0.27-680 95 28 22 15
RGB7PW/RGBS7PW 7 0.68-1,200 95 36 22 225
& RGB10F /] 10 1-1,800 95 48 22 35
|' RGB15PW/RGBS15PW 15 1.2-2,200 13 48 30 33
RGB20PW/RGBS20PW 20 1.5-2,700 13 63.5 30 49

(Example):RGB5PS-10-OHM-K

With Bracket HY w) (Q)E12 AB | G | C | D1 | D2 | od
(Lug Terminal) 10 1-1,800 95 |48 |48 |25 | 285 4
15 12-2200 |13 |48 |57 | 285 |27 | 4

HV Bracket Type RGB20H/RGBS20H 20 15-2700 |13 [ 635 [ 635 | 285 |27 | 4

30 182200 |19 |75 |83 |38 |36 | 42

RGB40H/RGBS40H 40 2.2-2,700 19 90 90 38 36 4.2

HS is equipped with a horizontal mounting bracket,
and HV with a vertical mounting bracket.
(Example):RGB20HS-10-OHM-K

- 8

HS Bracket Type

Derating Curves of Rated Power Temperature Rise Curves
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*Specifications in this catalog are presented basically for informative purposes.
We request the exchange of official approval drawings before placing order.
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