TRIMMER POTENTIOMETERS

FEEENS

®NOBLE

Chip Trimmer Potentiometers

FEATURES

® Space Saving Size

® Easily adjusts with standard screwdriver.

® Metal-glaze resistance element gives excellent stability and protection
against environmental factors.

® Can be mounted to a circuit board with adhesive.

® Designed for reflow soldering.

® Supplied in 8mm tape for automatic assembly equipment.

® Conform RoHS

APPLICATIONS

CAMERA built-in VCR, 8mm VCR, VCR camera, still camera, headphone
stereos, LCD television, disk drive, bar code equipment, radar detectors,
hand held equipments.
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MDIMENSIONS S ~HE
Model External Dimensions Unit:mm
TMC2K2J Example of Order Number : TMC2K2J-0B10K-TR
(for automatic adjustment)
(Thln type) PATTERN (FOR REFLOW SOLDERING)

(REFERENCE)

3000pcs/Reel

TMC3K

Example of Order Number : TMC3K-0B10K-TR

PATTERN (FOR REFLOW SOLDERING)
(REFERENCE)
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Example of Order Number : TMC3KJ-0B10K-TR
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(Top & back side adjustment)
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0.3:Driver Slot depth
0.45:Driver Slot width

PATTERN(FOR REFLOW SOLDERING)
(REFERENCE)

*Specifications in this catalog are presented basically for informative purposes.
We request the exchange of official approval drawings before placing order.
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Chip Trimmer Potentiometers FyTEEERT > ar—4

BMDIMENSIONS NE~tE

Model External Dimensions Unit:mm

TMC3K3R Example of Order Number : TMC3K3R-0B10K-TR

(Back side adjustment)

7

Z:

4 |
32
2000pcs/Reel PATTERN(FOR REFLOW SOLDERING)
TMC3K4J Example of Order Number : TMC3K4J-0B10K-TR
(With Rotation stopper) o
(Thin type) 288 035
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0.25:Driver Slot depth

PATTERN(FOR REFLOW SOLDERING)
(REFERENCE)

3000pcs/Reel
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PATTERN(FOR REFLOW SOLDERING)
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*Specifications in this catalog are presented basically for informative purposes.
We request the exchange of official approval drawings before placing order.
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Chip Trimmer Potentiometers FyTEEERT > ar—4

E2Y 2
MExample of indicating Order Number

TMC3K3 B-B 10K-TR

MTYPE DESIGNATION
WEXES ORHG

Model

Packing is a tape for Carrying
Ltk 4

FoEL Ak

Design of Driver type Nominal Total Resistance

o

EHEEERTS AR ATIEHLE —

0: Minus Driver. Top side adjustment Circuit

J: Plus Driver. Top side adjustment oW

R: ' Minus Driver. Back side adjustment Resistance Taper

B:  Minus Driver. Top & Back side adjustment WL o to
M SPECIFICATIONS Ti%

@® TMC2K2J @ TMC3K |® TMC3KJ |® TMC3K3B|® TMC3K3R|® TMC3K4J (D TMC3K5 TMC3K6J

Operating Temperature Range . . .

N —4 100C — 125C —4 110C
(B 0 to 100 5510 125 0to 110
Rated Power . 5

15W at 70C 2W at 70C
TS 0.15W at 70 0 at 70
Maximum Rated Voltage
_._ AC50V, DC50V
EaEREE ’

Nominal Total Resistance
ATMEHE (E-3Series)
Total Resistance Tolerance

100Q,220Q,470Q, 1kQ, 2.2kQ, 4.7kQ, 10kQ, 22kQ, 47k Q, 100k Q, 220kQ, 470kQ, IMQ, 2.2MQ

T a0o -
Within 2£30% of the nominal Within +25% of the nominal total resistance

1to 2 minutes

Within 10 seconds

3 to 4 minutes

LEREFETE total resistance
Resistance Taper . .
SRS B (Linner Taper :JIS 0B)
Resistance Temperature Coefficient L o
+
S Within £250ppm/C
Total Rotational Angle Endless (effective rotational . . o o Endless (effective
. + + .
SEERE angle 260+20°) Endless (effective rotational angle 250%20") 27020 rotational angle 25020°)
Rotational Torque
& kLY 0.5to 15mN-m 1to 20mN-m 1t012mN-m|2t020mN+*m|1to12mN+m
Endurance (Sliding) 20cycles(10cycles
Watt (Lo >8) 10cycles 20cycles (10cycles at 100Q) 10cycles 20cycles at 2000less)
Weight at 1 pcs
& (118) 11mg 37mg 40mg 36mg 32mg 31mg 37mg
REFLOW SOLDERING REQUIREMENTS Notel. Manual Soldering:
! . . In case of soldering by a soldering iron, it shall
Refer to the figure below for profile of reflow soldering. .. .y
9 P 9 be finished within 3 seconds and the
temperature of the tip of the soldering iron
shall be 350°C max.
Note2. Flux Rinsing:
After reflow soldering operation, part may be
Maximum Temperature<260C — — r— — — — — — Y used without rinsing, if flux is well controlled. In
Pro-heating Temparature 150 to 160°C — — case flux rinsing is done, flux shall be removed
sufficiently.
Standard Conditions — — — D) FAHTIEAR
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Specifications in this catalog are presented basically for informative purposes.
We request the exchange of official approval drawings before placing order.
i F 0 S EBEMBETTOT, THHICH > TRIENMAEEEON ) b L2 BV L ET,

29




